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• �Optimized Structure Design 

• �Deep Embedded Light Source 

• �Advanced LED Technology 

• �Mercury Free, No UV No Radiation 

• �High Lumen Efficiency 

• �Color Rendering Index ＞>80 

• �Long Lifespan ＞>30,000hours

All parameters are measured at 25°C ambient temperature, 35% humidity experimental environment 
Tolerances of power and luminous flux are ±10%, tolerance of color rendering index is ±5.

MATERIALS / FINISH 

• COB LED-source 

• �Branding Constant Current Driver 
Transparent (Frosted) Glass Diffuser 

• �Aluminum Heat Sink 

• �White Baking Painted Body (Black…….)  

INSTALLATION 

• �3-Wire Track Slot 

• �Suitable for Interior Ceiling Light, like 
Shop……  

STANDARDS 

• �Designed and Manufactured to Comply 
with CE/ROHS 

• �IP20 Protection  

• �Class I Electrical  

OPTION 

• �LED Color Temperature: 
CCT2700~6000K 

• �Three-wire System 

• �Four-wire System 
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Model Main  
Function

Input  
(V)

Power 
(W) LED Type CCT  

(K)
Lumen 
(LM) Dimmable Power  

Factor
Beam  
Angle

BLR7701AX-20W-WW

ON/OFF
AC100-240V 

50/60Hz
20W

COB 
Citizen

3000K 1600

OPTIONAL >0.85 30°BLR7701AX-20W-NW 4000K 1700

BLR7701AX-20W-PW 6000K 1800

BLR7701AX-30W-WW 
Motion  
Sensor

AC100-240V 
50/60Hz

30W
COB 

Citizen

3000K 2400

OPTIONAL >0.85 30°BLR7701AX-30W-NW 4000K 2550

BLR7701AX-30W-PW 6000K 2700

BLR7701AX-50W-WW
30%  

Dimmable
AC100-240V 

50/60Hz
50W

COB 
Citizen

3000K 3750

OPTIONAL >0.85 30°BLR7701AX-50W-NW 4000K 4000

BLR7701AX-50W-PW 6000K 4250


